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GR. FRESATURA

CARATTERISTICHE TECNICHE
POTENZA ASSORBITA HP 0,8
ALIMENTAZIONE ELETTRICA Volts 220 monofase
ALIMENTAZIONE PNEUMATICA BAR                             0
DIMENSIONI cm. 31/44/H55
PESO Kg. 28

La SMB serve ad arrotondare e rifinire i bordi di borse a
taglio vivo anche nelle parti più difficili. La sua
particolare forma permette di eseguire un lavoro
veramente efficace. Dotata di velocità variabile, si
adatta facilmente a diversi materiali. Si possono
utilizzare: frese speciali regolabili con battuta centrale;
dischi abrasivi con polvere di diamante (per materiali
sintetici); dischi in legno per la lucidatura, tamponi
cuoio feltro per la finitura. La macchina ha l'aspirazione
delle polveri incorporata. È inoltre possibile utilizzare la
SMB per tutti i lavori che normalmente si eseguono con
macchine similari.

The SMB is used to round off and finish the edges of
bags with an clear cutting, even n the most difficult
parts. Its particular shape allows the carrying out of
extremely efficient work. Equipped with a variable
speed, it is easily adapted to different material. The
following can be used: special adjustable trimming
cutter with central striking; abrasive discs with
diamond-power (for synthetic material); wooden
discs for polishing and leather/felt polishing pad unit.
The machine has dust suction incorporated. It is also
possible to use the SMB for all work normally carried
out by similar machines
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